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SECTION 01711

CLEANUP

1.1 GENERAL

This section covers the general cleaning which the Contractor shall be required to
perform both during construction and before final acceptance of the project unless
otherwise shown on the Drawings or specified elsewhere in these Specifications.

1.2 HAZARD CONTROL

A. The Contractor shall prevent accumulation of wastes which create hazardous
conditions.

B. Burning or burying rubbish and waste materials on the site shall not be allowed.

C. Disposal of volatile wastes into sanitary or storm sewers shall not be allowed.

1.3 MATERIALS 

A. Use only those cleaning materials which will not create hazards to health or
property and which will not damage surfaces.

B. Use only those cleaning materials and methods recommended by manufacturer of
the surface material to be cleaned.

C. Use cleaning materials only on surfaces recommended by cleaning material
manufacturer.

1.4 DISPOSAL OF SURPLUS MATERIALS

A. Unless otherwise shown on the Drawings, specified or directed, the Contractor
shall dispose of all surplus excavated materials and equipment from demolition,
legally off the site, and shall provide his own suitable, off-site spoil area, or on a
site designated by the Owner.

1.5 DURING CONSTRUCTION

A. Execute periodic cleaning to keep the work, the site and adjacent properties free
from accumulations of waste materials, rubbish and windblown debris, resulting
from construction operations.
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B. Provide on-site containers for the collection of waste  materials, debris and
rubbish.

C. Remove waste materials, debris and rubbish from the site periodically and dispose
of at legal disposal areas away from the site.

1.6 FINAL CLEANING

The Contractor shall:

A. Remove from the site all paint, material, tools and equipment belonging to him,
and leave the site with an appearance acceptable to the Engineer.

B. The Contractor shall thoroughly clean all equipment materials installed by him
and shall deliver over such materials and equipment in a bright, clean, polished
and new-appearing condition.

C. Restoration of Landscape Damage.  Any landscape feature scarred or damaged by
the Contractor's equipment or operations shall be restored as nearly as possible to
its original condition at the Contractor's expense.  The Engineer will decide what
method of restoration shall be used.

D. Post-Construction Cleanup or Obliteration.  The Contractor shall obliterate all
signs of temporary construction facilities such as haul roads, work areas,
structures, stockpiles of excess or waste materials, or any other vestiges of
construction, as directed by the Engineer.

END OF SECTION 01711.


